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HOUSING ASSEMBLY

~ T

ITEM NO. | PART N, DESCRIPTION No. Re@'D| | YEOHT

1 50610 /3928 Capscrew (Y4 N.C. x 1Y Hex. Hd.) 21 0 2

2 50100 //22F  Lockwasher (V) 21 0 1

3 19008 77495 Gear Cover—obso/e e 1 33 0

4 A19033 77527 Ol Wiper — o so/e fe 1 0 1

5 50097~ // OR2¥ Lockwasher (54¢) 2 0 1

6 50608 /1746 2 Capscrew (%46 N.C. x 54 Hex. Hd.) 2 0 1

7 B19010 7477& Gasket 1 0 1

OK:! 50782 783¢/3 Barrel Plug 1 0 3

® 9 50742 78428 Vent (Model 19 Use Qty. 2) 2 0 1
(Model 119 Use Qty. 1)

9A 50531 /8699  Pipe Plug (Model 119 Only) 1 1

10~ 52263 7€5/9  Set Screw 1 1

11— A9536 77497 Spring 1 1

12 E19001 7¢4// Housing (Model 119 Only) obsofete 1 350 0

E19000 7£0/© Housing (Model 19 Only) 0&5@/16/(6 1 350 0

13 50429 77332 Pipe Plug (Model 19 Only) 2 0 1

14 51174 73%7 Barrel Plug 1 0 1

15 50513 /80 {©  Pipe Plug 1 0 2

q) 16~ | 50799 78B/5 Oil Seal gt 1 0 12

17 - 51431 78§%¢#3 Oil Seal (Model 19 OnlyyZER=- 1 1 1

18 ~ C19009 77057 Gasket k=B 1 0 1

19 51176 7& Capscrew (3% N.C. x 3, Sock. Hd.) 3 0 1

20 B19014 7/7£6 Guide Ring 1 1 2

21 C19003 7 2£#7 Clutch Cover 1 50 0

22 - 50482 773¢2 Oil Seal (Model 19 Only) S5 1 0 5

(@ 23 A19092 77§35 Lever Plug (Secondary) 1 0 1

(2) 24 A190917-7&42¢ Lever Plug (Primary) 1 0 1

@ Winches Serial Number 19-1065 and down used 53232 Barrel Plug
@ Winches Serial Number 19-5154 and down do not require A19092 Lever Plug and A19091 Lever Plug.
@ Winches Serial Number 19/119-29586 and down used Vent 50742.

WHEN ORDERING PARTS, BE SURE TO STATE THE SERIAL NUMBER OF WINCH

- 920 -




Figure 2

- 21 -



BRAKE CYLINDER AND HYDRAULIC TUBE

WEIGHT
ITEM NQ. PART NO. DESCRIPTION NO. REQ'D| | oo G 0ZS.
17" | 59220~|  Capscrew (% N.C. x 1% Hex. Hd.) Jé;&/ef;é 2 0 1
2 50192 /f00 Lockwasher (3) 2 0 1
Sub Ass’y | AB39BX 775B% Brake Cylinder Ass’y (Consists of
items 3 to 9) 1 0 15
3 55614 7€769 Brake Cylinder Ob sofete 1 0 12
4 50952-783 Spring #E% 1 0 1
5— 514707252 ‘U’ Cup 1 0 1
6 A8043 77pt¥ Piston 1 0 1
7 - A80447/2 Spring 2P 1 0 1
8— 51471 75 Piston 1 0 1
9 53656 741 8 Boot h 1 0 1
10— A9526 7769 Gasket (Model 19 Only) , 2% 2 0 1
M 11— 54293 7469 Brake Spring (colour coded green) A2xf0 1 0 11
® 12— { 59224 764 ( Spring Cap (Model 119 Only) 1 0 11
5922376 Spring Cap (Model 19 Only) /. 1 0 1
13— 50398 //025 Lockwasher (74¢) v 7 0 1
14 A1102977373 Capscrew 2D 2 0 2
15— B190077777¢ Gasket S 1 0 1
(@16~ 509567 3 % Bearing A5=8 2 0 1
@17~ 57552 7§ Hydraulic Tube 4425 1 0 3
" { C18007774% % End Cap (Model 119 Only) plosodete 1 8 0
C19007X 34274 End Cap (includes item 25) 54 S0/ e/
(Model 19 Only) 1 8 0
19~— 51178 /2 Capscrew (746 N.C. X 115 Hex. Hd.) st~ 5 0 2
20— 50528 7& 322 Elbow £l 1 0 1
22 A19037X 77527 Tube Ass’y 1 0 3
(3 23 59218 7¢lof,2—Set Screw 1 0 1
24— | 51042 7¥ 3P3 Connector Db sp /e fo¢ 1 0 1
25 50531 /£2, Drain Plug (part of item 18)
(Model 19 Only) 0 1
() 26 51139 23583 Hex Nut 1 0 1
Service Kit | A9547X 7R, Repair Kit (includes items 4 to 10 and
1 capsule of 50816 Lubricating Fluid) 1 0 3

@ Brake Spring 54293 replaces Brake Spring 51852 (colour coded blue) serial no. effectivity 19-21939 and up
119-16147 and up.

@ Hydraulic Tube 57552 Replaces Hydraulic Tube A19018 and allows two Bearings 50956 to be installed. Serial
no. effectivity 19/119-25020 and up. Winches prior to this serial no. and requiring up date should order Field
Repair Kit 57625.

@ Spring Cap 59224 replaces 50524 and Spring Cap 59223 replaces A 9517 to accommodate brake travel stop
items 23 and 26. Serial no. effectivity 19/119-30352 and up.

WHEN ORDERING PARTS, BE SURE TO STATE THE SERIAL NUMBER OF WINCH
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Gearmatic ..

A DIVISION OF BRCLAR OF GANADA LD
7400 - 132ND ST. SURREY. B.C., CANADA V3T 4X4

| SERVICE BULLETIN

i

SUBJECT: MODEL 19/119 WINCH HYDRAULIC TUBE DATE:FEBRUARY 1981

In order to provide additional support for the Model 19/119 hydraulic tube, which.is located in the end of
the drum shaft, a second bearing 50956 has been added in the gland cap.

Hydraulic tube 57552 replaces hydraulic tube A19018 and gland cap 57553 replaces gland cap

A19006. (Ref. Sketch)

Serial number effectivity of the new gland cap 57553, hydraulic tube 57552 and two bearings 50956 is
19/119 - 25020 and up. For winches requiring update in the field repair kit 57625 is available and

consists of:-
QUANTITY PART NO.
1 57553
1 50408
1 51181
o 50956
1 57552

DESCRIPTION

Gland Cap
O'Ring

U'Seal

Bearing
Hydraulic Tube

Effective immediately all parts orders for A18018 hydraulic tube and A19006 gland cap will be filled

using the new parts.

Ali parts are interchangeable, the new gland cap 57553 can be used with the old hydraulic tube A19018
and the new hydraulic tube 57552 can be used with the old gland cap A19008. Wherever this situation

occurs only one bearing 50856 must be instalied.

It is recommended that for optimum benefit and wherever possible both the gland cap and hydraulic

tube be replaced at the same time.

LISTS: — E.F.K.

, 50408 \
e~ -
57552 R R

Hig7r
ol2% /=\







DRUM AND BRAKE BAND

HT

@ ITEM NO. PART NO. DESCRIPTION NO. REQ'D LBS"_VE'G 0ZS.

@ 1 { D19035 724/  Cable Drum (Model 119 only) éésa/efc 1 208 0

54405 787Y0 3 Cable Drum (Model 19 only) Oééﬂ/ﬁft’ 1 125 0

*Q 50347 78 Bo7 ‘O Ring 1 0 1

*3 B19002 77|77/ Oil Seal Housing 1 15 2

4 — 51430 2§42z Oil Seal g 1 0 13

*5 50331 7§ Bo ‘O’ Ring 1 0 1

*6 c19005 7%f7/ Brake Drum ——045&/6/6 1 83 0

7— 50793 78 BY K Bearing JETEE 1 4 13

(® 8~ 58205 * 2 9(@ Z- -Secondary Brake Band % 1 12 8

9 50573 /089  Pin ‘ 1 0 1

10 A9515 774683  Push Rod 1 0 5

11 51179 784/ Pin 1 0 1

12 A19027 7742/  Anchor Pin 1T 1 2

13 A19017-77#5¢6  Brake Lever 1 0 12

14 A19003 774/4S~ Brake Lever 1 0 5

(@) 15— 58204 4(p/ Primary Brake Band g 1 4 8

(2 16 B19019 777 €2 Lever Block 1 0 8

17 50514 <P Z- Cotter Pin (Part of item 1) 1 0 1

18 50107 #9475  Hondu (% to % in. Cable) 1 0 8
9 50123 7/97%  Hondu ("¢ in. to % in. Cable)

*Not required in Model 119 winches.

@ Winches Serial Number 19-4999 and down used C19006 (Hondu) Cabie Drum. Winches Serial Number
19-5000 to 19-9000 used C19036 Cable Drum (Ferruie). Winches Serial Number 19-16660 and up use 54405
Cable Drum (Hondu and Ferrule).

@ Winches Serial Number 19-1904 and down. The following three pieces were used in place of B19019; Lever
Block A19019, Guide Rod A9516 and Washer 51151. When ordering replacement parts for any of these parts,
order B19019 only.

@ Primary Brake Band 58204 Replaces Primary Brake Band C19000X and Secondary Brake Band 58205
Replaces Secondary Brake Band C19001X.

WHEN ORDERING PARTS, BE SURE TO STATE THE SERIAL NUMBER OF WINCH
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CLUTCH ASSEMBLY

, WEIGHT
ITEM NO PART NO. DESCRIPTION NO.REQD| oo 0ZS.
@ 1 51626 7847/ Lever Arm 1 1 8
2. 51158 7¢ds/ Adiusting Screw Obso/ete 1 0 1
3 52065 785p¥  Locknut 6bep/efe 1 0 1
4 511597844z Adjusting Nut rete 1 0 1
(®5 59225 7~ Pivot Pin 1 0 6
6 50192 /fc0|3  Lockwasher (34) 7 0 1
7 50609 756 /92  Capscrew O 50/5?‘ € 1 0 1
8 — 51175 78408  Hose Assembly S5sgo. 1 0 6
9~ A19158 77483¢ Hydraulic Fitting Zgesn 1 0 1
10 50833 78365 Snap Ring 1 0 1
11— 50792 7§37 Bearing 1 3 4
12« A19024 3pt2¢/ Shim Set 1 0 1
13— 50408 -783%/2 ‘O’ Ring ? 1 0 1
14 51181 727 ‘U’ Seal 1 0 1
(@15 57553 2, Gland Cap 1 2 9
16 51177 78%Ye_ Capscrew (3% 29 11/ Sock. Hd.) 4 0 1
17 54301 Z8%°0  Clutch Hub — obsole?e 1 0 8
18 51180 Z/0FE  pin 6 0 1
19 A19180778%2 Adjusting Cam 6 0 1
20 A9504 77672- Lock Plate 6 0 1
21 50521 2/9@ ( Capscrew (% N.C. x 1 Hex. Hd.) 6 0 1
22 51627 78472 Clutch Lever 1 9 8
Sub Ass’y=+  A825AX77(2¢, Clutch Cylinder Assembly 7 gme=pT
—  (Includes ltems 23 to 27) 1 0 8
23 51063 78375 Gylinder 1 0 7
24 50952 7§ 7? Spring 1 0 1
25 51473 72 ‘U’ Cup 1 0 1
26 51472 7 & f/ Piston 1 0 1
27 51475 72427 Boot 1 0 1
28— A19025 777|522 Push Rod 2880 1 0 2
29 52894 R9S5%( econdary Clutch Band 1 7 8
30 B19050 2942/ =z Primary Clutch Band 1 6 0
(1) 31 50644 ;2/4/9 Connector 1 0 1
32 51160 7840 3 Adjusting Screw Assembly
(consists of items 2, 3 and 4) 1 0 1
(e) 33 A19038- 274536 Lug - 1 0 3
Service Kit+  A9546X 7/R25 Repair Kit
R (Includes items 24 to 27 and 1 capsule
‘ of 50816 Lubricating Fluid)  r2Ssme

@ Winches Serial Number 19-1307 and down used A 9539 Hydraulic Fittings, B 9516 Elbow, 51359 Hose Assembly.
Winches Serial Number 18-1308 to 19-8256 used B 9516 Hydraulic Fitting, and 51359 Hose Assembly. When
ordering replacement parts for any of these pieces, order A19179X Replacement Kit. A19179X consists of:
51019 Connector, 1-A19158 Hydraulic Fitting and 1-51175 Hose.

@ Springs A19046 are no longer required. Lever arm A19004X, clutch lever C19004X and push rod A19016
are replaced by lever arm 51626, clutch lever 51627 and adjustable push rod 51160. When replacing lever
arm A19004X or ciutch lever C19004X, adjustable push rod 51160 must be used.

@ Winches Serial number 19-8420 and down used 1-B19001 Secondary Ciutch Band and 1-B19000 Primary
Clutch Band. When ordering replacement parts for B19001, order 1-52894 Secondary Clutch Band plus
3-A19180 Adjusting Cams. When ordering replacement parts for B19000, order B19050 Primary Clutch Band
plus 3-A19180 Adjusting Cams. Spring A19036 or A19046 are no longer required on the Secondary Clutch Band.

@ Giand Cap 57553 replaces Gland Cap A19006 serial no. effectivity 19/119-25020 and up. For Winches prior
to this serial no. and requiring update use Field Repair Kit 57625.

@ Capscrew 50609 replaces capscrew 53009 but is not interchangeable. Capscrew 50609 has 34 NC thread
and capscrew 53009 has 3 NF thread.

@ Pivot Pin 59225 and Lug A19038 replace Pivot Pin A19005.
WHEN ORDERING PARTS, BE SURE TO STATE THE SERIAL NUMBER OF WINCH
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RING GEAR, PINION AND SHAFT

; ) WEIGHT

ITEM_NO. PART NO. DESCRIPTION NO. REQ’'D LBS. 0zs.
1 50514 ZXAPZ  Cotter Pin 1 0 1

2 50435 2226 Z- Capscrew (% N.C. x 1% Hex. Hd.) 6 0 3

3 50098 /7028  Lockwasher (5) 6 0 1

B4 53920 7864/ Nut-—Oésa/&/f 1 0 5

5 A19026 77943 Washer 1 0 1

6 A19011 77472 Bushing (shipping on!y)—-OéSd/é/f’ 1 1 9

7 B19011X7 % Bearing Housing Assembly

(Includes items 8 to 13,,27 and 28) 1 6 12

8 50806 78 Bearing Cup—cooolefe 1 0 11

9 B19004X 74775 Bearing Housing (incl. items 13 & 8) 04s2l /4 1 3 14

10 A19015 30422 Shim Set 1 0 1

11 A19021 Zp42 3 Shim Set 1 0 1

12 A190207 7¢ £z Bearing Spacer 1 0 2

13 50808 /&0 3 Bearing Cup 1 0 14

14 A19013 774?791 Spacer Sleeve ——&éﬁf’é/ iy 1 2 9

15 50810 7§3$Z Bearing_od 59/5 L ¢ 1 2 8

@Sub Ass’y. 53348 Z#430 Gear Pinion and Shaft Assembly '
(Includes items 16, 17 and 18) 1 136 14
16 53342 305133 Ring Gear and Pinion Assembly

(Matched Set includes item 17) 1 41 6

17 50890 7&3|7/ Rivet 16 0 1

@ @18 C19071X 7. Drum Shaft (includes item 26)055& /éA’ 1 95 8
: 19 A19009 77470 Lock Key 1 0 1
(®20 A17014 77A2Y Spacer 1 0 1

21 50910 723 ¢S | Bearing Assembly 2 4 8

@22 A19022-"7 y?g Bearing Spacer (*spegéf%/ It-:ngtsh1 Fl;eq’d.)_— ﬁég,é;‘( 0 10

' . “to . ”

23 50318 7§ Bo¥ 0-Ring 1 0 1

(D24 A19012 77 1&/73 Locknut 1 1 10

25 1507937 [3¢§ Bearing 1 4 13

26 A9506 77, 75! Cup Retainer (part of item 18) 1 0 1

27 50809 / ¢ Bearing Cone 1 1 4

28 50807 7? / Bearing Cone -—069 /e ){9 1 1 0

@ For correct length see pre-load of drum shaft bearings page 10. Winches Serial Number 19-9000 and down
used 50767 Capscrew, 1-50192 Lockwasher, 1-A19007 Lockplate, 1-A19012 Locknut, 1-A19008 Thrust Spacer
and one set of 6 pins A19014. These parts are no longer required. When ordering replacement parts, order
1-A17014 Spacer and see “RING GEAR AND PINION ADJUSTMENT” for tooth contact instructions.

@ Winches Serial Number 19-8999 and down used 1-C19002X Drum Shatt. When ordering réplacement parts,
order 1-50837 Drum Shaft Kit.

@ For production units only a solid spacer is used. Serial no effectivity 19-18420. Laminated spacers will continue
to be supplied as replacement parts.

@ Winches Serial Number 19-8999 and down used 1-C19011X Gear Pinion and Shatt Assembly. Winches Serial
Number 19-12872 and down used 1-C19072X Gear Pinion and Shaft Assembly. When ordering replacement
parts, order 50838 Drum Shaft Kit.

@ Winches Serial Number 19-15525 and down used Pinion Nut A19010.
WHEN ORDERING PARTS, BE SURE TO STATE THE SERIAL NUMBER OF WINCH
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MASTER CONTROL UNIT

ITEMNO. | PART NO. DESCRIPTION No. rea| | WEIGHT

@Assef‘ribly ~+  X710C 7& 2[3Master Control Assembly ‘r‘, R 1 7 8

1 A797 7757$" Filler Cap 1 0 2

2 51162 7840 Washer 1 0 1

3 50794//766> Capscrew (34 N.C. X 7 Hex. Hd.) 12 0 1

4 A771 7768 Cover 1 0 5

5 A794 7759% Gasket 1 0 1

6 A769 77558F Rocker Arm 1 0 5

7 A785 72{4/ Push Rod Pin 2 0 _ 1

8 A8053 '77p{£ Short Push Rod (Brake) 1 0 1

9 C709X Z0Z|f7Housing (Includes items 27 and 28) 1 2 1

10 51518 78487 Capscrew woéﬁék%f | 1 0 1

11 A8054 7/Z3Z Long Push Rod (Clutch) 1 0 2

Sub Ass'y. B765X7‘7<£$'3 Cylinder Assembly (Includes items 12 to 19) 2 0 12

12 50815 7£347 Lock Ring 2 0 1

13 AB30A77&27 Piston 2 0 1

14 51477 72629 Cup 2 0 1

15 51478 78¥4[2 Spring 2 0 1

16 51476 ZR524 Valve Assembly (Includes items 17) 2 0 1

17 51145 7880 Washer (Part of item 16) 2 0 1

18 A770 77, Cylinder 2 0 9

19 A793 7 7572 Gasket 2 0 1

20 50528 743 € ZEIbow 2 0 1

21 | _A798 7259 Hand Grip 1 0 2

22 B716 77§44 Control Handle 1 1 0

23 50748 7§34 Nut (3% N.F.) * 1 0 1

24 51563 7624¢ Capscréw (3% N.F. x 1% Hex. Hd.)-Oésa/é){-’ 1 1 1

25 A772 776%[7 Shaft 1 0 14

26 5030124427 ‘O’ Ring 1 0 1

27 A855A7774%$0 Bushing (Included in item 9) 1 0 2

28 AB051 ‘77446 Bushing (Included in item 9) 1 0 1

Service Kit===— A9545X Repair Kit (Includes items 12, 13, 14, 15,
MAR 16, 17, 19 and 1 capsule of 50816 -
Lubricating Fluid) : - 2 0 3
@ @ Master -Control X710B is now replaced by X710C. X710B is no longer available as a spare part. To convert

an X710B Master Control to X710C order field conversion kit AB055X. _

WHEN ORDERING PARTS, BE SURE TO STATE THE SERIAL NUMBER OF WINCH
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FAIRLEAD ASSEMBLY FOR CRAWLER TRACTOR

ITEM NO. PART NO. DESCRIPTION NO.REQ'D| _ WEIGHT
LBS. 0zs.
Assembly 50086 — 4-Roller Fairlead Assembly OéS{J/aA" 1 200 0
1 50096 — Capscrew (%6 N.C. x 14 Hex. Hd.) &éﬁd/?}é 4 0 1
2 50097 /(OZ Lockwasher (54¢) 4 0 1
4 50080 — — Long Roller Shaft ﬁéﬁ& eféf 2 10 0
5 50085 — Fairlead Bodyaési/f < ' 106 0
6 50103 —]  Capscrew (% N.C. x 1% Hex. Hd.)SFolbte 10 0 6
7 50104 /3445~ Lockwasher (%) 10 0 1
Sub Ass'y 50078 —T Long Roller Assembly aé@/g/(
(Consists of items 8 and 9) 2 22 14
8 50081 773%% Bushing Obso/. /[ 8 1 6
9 50076 ~T Long Rollet— * et 2 20 2
Sub Ass’y 50093 — Short Roller Assembl
(Consists of items 8 and 10 2 14 6
10 50095 ———  Short Rolle 2 11 10
11 50091 ——  Short Roller sh 2 6 0
Sub Ass'y. 52849 ——+=  Short Roller and Shaft Assembl
(Consists of 1 of item 1, 1 of item 2,
2 of item 3, 2 of item 8, 1 of item 10, _
1 of item 11) 2 20 8

INSTALLATION INSTRUCTIONS

(For 3 Roller Fairlead Assembly use parts as listed above under 4 Rdller Fairlead Assembly and omit 1 of 52849
and change the assembly number to 50891.)

The Gearmatic Model 19 winch is provided with four
bosses, two on the top of the winch housing and two
on the bottom. The fairlead assembly is fastened to
these bosses with capscrews (6) and lockwashers (7).
Capscrews (6) should be tightened to 200 ft. Ibs. torque.

The fairlead assembly can be supplied with three or four
rollers.

WHEN ORDERING PARTS, BE SURE TO STATE THE SERIAL NUMBER OF WINCH
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